APl Well Number: 43013509250000

STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

FORM 3

AMENDED REPORT D

APPLICATION FOR PERMIT TO DRILL

1. WELL NAME and NUMBER
LC TRIBAL 2-5D-56

2. TYPE OF WORK
DEEPEN WELL{

REENTER P&A WELL | ) —

DRILL NEW WELL i)

3. FIELD OR WILDCAT
UNDESIGNATED

4. TYPE OF WELL

Oil Well Coalbed Methane Well: NO

5. UNIT or COMMUNITIZATION AGREEMENT NAME

6. NAME OF OPERATOR
BERRY PETROLEUM COMPANY

7. OPERATOR PHONE
303 999-4044

8. ADDRESS OF OPERATOR

9. OPERATOR E-MAIL

4000 South 4028 West Rt 2 Box 7735, Roosevelt, UT, 84066 kao@bry.com
10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNE IP
(FEDERAL, INDIAN, OR STATE) FEDERAL{ | INDIAN(®) STATE( I FEE[ FEDERAL| | IND | STATE(4 ! FEE(W)
20G-000-5500 o R . . ! .
13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE_ OWNER PH if b = 'fee')
Utah Division of Wildlife Resources 801-53
15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFA IL ox 12 = 'fee')
1594 West Temple, Suite 2110, Salt Lake City, UT 84114
18. INTEND TO COMMINGLE PRODUCTION FROM 19 NT
17. INDIAN ALLOTTEE OR TRIBE NAME
(if box 12 = 'INDIAN’) MULT.LPLE FORMATIONS - B B
YES IJ (Submit Commingling Application) NO \ RTI CTIONAL \ HORIZONTAL |:_}

20. LOCATION OF WELL FOOTAGES QTR-QTR SEC TOWNSI RANGE MERIDIAN
LOCATION AT SURFACE 829 FNL 2130 FWL NENW .0S 6.0 W U

Top of Uppermost Producing Zone 663 FNL 2118 FEL NWNE 5.0S 6.0 W U

At Total Depth 626 FNL 2010 FEL 6.0 W U
21. COUNTY 22, DISTANCE TO NEARES [23. NUMBER OF ACRES IN DRILLING UNIT

DUCHESNE 8 640
26. PROPOSED DEPTH
MD: 6686 TVD: 6500

27. ELEVATION - GROUND LEVEL 28. BOND NUM

29. SOURCE OF DRILLING WATER /
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

6412 43-11041
ent Information
String Hole Size Casing Size Length & Thread Max Mud Wt. Cement Sacks | Yield Weight
Surf 12.25 8.625 0-3 -55 ST&C 9.5 Class G 225 1.15 15.8
Prod 7.875 5.5 J-55 LT&C 9.5 Type V 180 3.82 11.0
Class G 365 1.7 13.1
ATTACHMENTS

VERIFY THE FOLLO

CHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

SED SURVEYOR OR ENGINEER

COMPLETE DRILLING PLAN

OWNER AGREEMENT (IF FEE SURFACE)

D FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIO

DRILLED)

(IF DIRECTIONALLY OR HORIZONTALLY

TOPOGRAPHICAL MAP

NAME Kathy K. Fieldsted TITLE Sr. Regulatory & Permitting Tech.

PHONE 435 722-1325

SIGNATURE DATE 08/16/2011

EMAIL kkf@bry.com

API NUMBER ASSIGNED

43013509250000

APPROVAL

Permit Manager

RECEIVED: November 03, 2011



APl Well Number: 43013509250000

SELF-CERTIFICATION STATEMENT

The following self -certification statement is provided per federal requirements dated May 7, 2007.

Please be advised that Berry Petroleum Company is considered to be the operator of the following well.

LC TRIBAL 2-5D-56

Lot #3 NE %4, NW %, 829" FNL 2130" FWL, Sec. 5, T5S, R6W, U.S.B.& M.
BHL: Lot #2 NW %, NE %4, 626’ FNL, 2010" FEL

Lease: 20G-000-5500

Duchesne, County, Utah

Berry Petroleum Company is responsible under the terms of the lease for the operations ¢onducted upon the
lease lands.

Operator’s Representative and Certification

B)

A) Representative

NAME: Kathy K. Fieldsted

ADDRESS: Berry Petroleum Company
4000 South 4028 West

Route 2, Box 7735
Roosevelt, Utah 84066

PHONE: 435-722-1325

All lease and/or unit operatiofis, will beiconducted in such a manner that full compliance is made
with all applicable laws, regulations and onshore oil and gas orders. Berry Petroleum Company is
fully responsible for thefactions of its,subcontractors. A copy of these conditions will be fiirnished
to the field representative to€nsure compliance.

The drilling permitwill be valid for a period of two years from the date of approval. After permit
termination, a new application'will be filed for approval for any future operations.

Certification:

I hereby certify that'1, or persons under my direct supervision, have inspected the proposed drill
site and access route; that T am familiar with the conditions which presently exist; that the
statements made in this plan are, to the best of my knowledge and belief, true and correct; and that
the work associated with the operations proposed herein will be performed by Berry Petroleum
Company and its contractors and subcontractors in conformity with this plan and the terms and
conditions under which it is approved. This statement is subject to the provisions of 18 U.S.C.
1001 for the filing of a false statement.

%]"\\@O\\ KV%A K?WW

DATE Kathy Vieldsted
Sr. Regulatory & Permitting Tech
Berry Petroleum Company




APl Well Number: 43013509250000

AB

BERRY PETROLEUM COMPANY

LC TRIBAL 2-5D-56
Lot #3 NE %, NW %, 829° FNL 2130’ FWL, Sec. 5, TSS, R6W, U.S.B.& M.

BHL: Lot #2 NW Y%, NE !4, 626° FNL, 2010’ FEL

Duchesne County, Utah
ONSHORE ORDER NO. 1

DRILLING PROGRAM

Estimated Tops of Geological Markers and Formations Expected to Contain Water, Oil and

Gas and Other Minerals

FORMATION DRILL DEPTH *
@ SHL (TVD)

Uinta Fm Surface

Green River 406’

Green River Upper Marker 823’
Mahogany 1,418

Ter3 2,514
*Douglas Creek 3,313

Black Shale 4,033’

*Castle Peak 4,262’
*Uteland Butte 4,596’
*Wasatch 4. 8167

CR-6 (base U Wasatch) 6,335°

TD 6,500’

Base of Moderate Saline
Water 4,077

*PROSPECTIVE PAY

DRILL DEPTH*
@ BHL (TVD)

Surface
423
848"

10443’

2,539

3,343’

4,058’

42388’

4,617

4,837

6,335’

6,500

3,834

Measured
Depth

406’

834’
1,441°
2,694’
3,553
4,293
4,524
4,860’
5,074
6,590
6,686’

Berry is locating the well at the proposed surface location and directionally drilling
to the proposed bottom hole location. By drilling directionally, Berry Petroleum
Company willimprove field development efficiency by potentially combining
miultiple surfaceéhole locations together. This will significantly reduce total surface

disturbance plus combine the use of access roads and existing pipelines.

Furthermore, Berry hereby certifies that it is the sole working interest owner with
460 feetof the entire directional well bore and the remainder of the Ute Tribal

section.



APl Well Number: 43013509250000

Berry Petroleum Company Drilling Program
LC TRIBAL 2-5D-56 Duchesne County, UT

C Pressure Control Equipment : (Schematic Attached)

The BOP and related equipment shall meet the minimum requirements of Onshore Oil and Gas
Order No. 2 for equipment and testing requirements, procedures, etc. A 2M system will be
utilized. The attached diagram depicts the use of an annular in conjunction with double rams.
However, an annular, double rams or both may be used depending on the drilling rig contracted.

Chart recorders will be used for all pressure tests.

Test charts, with individual test results identified, shall be maintained on locati
and shall be made available to a representative upon request.

Mud volumes will be monitored visually.

Upper and Lower Kelly cocks will be utilized.
A gas buster will be utilized, if necessary.

Depth Intervals
0-350"

350" — 6686’

D,E Proposed Casing and Cementing Pr

Purpose Depth Type  Connection Weight
Surface . 8-5/8” J-55 ST&C 24#
Production ’ 5-1/27 J-55 LT&C 15.5#

Surface i Type & Amount

Approximately 225 SX Premium Plus (Class G) +
additives or a similar slurry with a minimum weight
of 15.8 #/gal and approximate yield of 1.15 cuft/sx,
minimum 24 hr compressive strength = 500 psi
(Cement will be circulated to surface and topped off,
if necessary.)

Type & Amount

Lead: +/- 180 sx Premium Type V + additives or
similar slurry with a minimum weight of 11.0 #/gal
and approximate yield of 3.82 cuft/sx

3500 — 6686’ Tail: +/- 365 sx Premium Lite Tail +
additives or similar slurry with a minimum weight of
13.1 #/gal and approximate yield of 1.70cuft/sk.

For production casing, actual cement volumes will be determined from the caliper log plus a minimum
of 15% excess.



APl Well Number: 43013509250000

Berry Petroleum Company
LC TRIBAL 2-5D-56

F Drilling Fluids Program

Drilling Program
Duchesne County, UT

Interval Weight Viscosity Fluid Loss Remarks
0°-350" 84-95 27 NC DAP Mud
350-6686" 8.4-9.5 27 NC DAP Water

G Evaluation Program

Logging Program:

Sampling:

Surveys:
Mud Logger:
Drill Stem Tests:

Cores:

ssure = A — (0.22xTD)

HRI-GR-SP with SDL-DSN-PE: surface ¢
Preserve samples from all show intervals.

10" dry cut samples: Douglas Cr
From all show intervals.

As deemed necessary

As deemed necess

¢ samples

pressure equals approximately 3211 psi* and maximum anticipated
tely 1781**psi (bottom hole pressure minus the pressure of a
t 0.22 psi/foot).

A (bottom hole pressure)

g Dates and Notification of Operations

Upon approval of the APD.
Approximately 10 days.
Approximately 7 days.



APl Well Number: 43013509250000

SCHEMATIC DIAGRAM OF 2,000 PSI BOP STACK

q Flow Line
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To Mud/Gas Separator and/or Pit

2" Line

v

/\ | | Bleed Line To Pit
| | 3" Line

(

Blowout Preventer
Stack Outlet

To Mud/Gas Separator and/or Pit

v

|

2" Line

Adjustable Choke

v



APl Well Number: 43013509250000

SERVICES INCORPORATED

Berry Petroleum

Lake Canyon Project

8 5/8 Surface Casing

Well Name:L.C Tribal 2-5SD-56

D 350 fi

Hole Size 12 Y4 in

Casing Size 85/8 in

Casing Weight 24 |b/ft

Cement Coverage 350 ft to surface
Cement Excess 75 %

Premium Class G Cmt 225 sks 15.8 #/
Premium Class G Cmt 100 %

Calcium Chloride 2 % (BWOC)

Flocele Va #/sk

Total mix water 3k
Water ahead 0 bbl
Gel sweep bbl
225 sks Cement 4

Drop Top Plug

Displacement -5 bbl

Q




APl Well Number: 43013509250000

PETRO

SERVICES INCORFORATED

Berry Petroleum
Lake Canyon Project
5 %2 Production String

Well Name: LC Tribal 2-5D-56
With Loss Circulation

™ 6686 ft v I
Hole Size 77/8 in

Casing Size S Yin

Casing Weight 15.5 Ib/ft

Tail Cement Coverage 6590 fi to 3500 ft
Tail Cement Excess 15 %
Lead Cement Coverage 3500 ft to surface
[ead Cement Excess 15 %

Hifill Lead Cmt 180 sks
Premium Type V Cmt 100 %
Gel 16 %

11.0

Gilsonite 10

GR 3 sk
Salt 3
Flocele

Premium Li 13.1 #/gal 1.70 cufi/sk
Premium G Cmi % (BWOCQC)

Poz 35 % (BWOP)

6 % (BWOC)

10 #/sk

2 % (BWOC)

2 % (BWOC)

Ya #/sk

10 % (BWOW)

ix Water (cement only) 695 1 gal
Waier Ahead 10 bbl
Mud Flush 20 bbl
Water Spacer 10 bisi
Lead Cement [22.5 bbls (11.0 ppg)
Tail Cement 116.5 bbL(13.1 ppg)

Wash Pump and Lines
Diop Top Plug
Displacement (KCL) 155.7 bbi

fi/sk  23.0 gal/sk

7.7 gallsk



APl Well Number: 43013509250000

PETRO

SEARVICES INCORPORATED

Berry Petroleum

Lake Canyon Project

5 % Production String

Well Name: LC Tribal 2-5D-56

Without loss of circulation

™ 6686 ft

Hole Size 77/8 in

Casing Size 5%in

Casing Weight 5.5 Ib/ft

Tail Cement Coverage 6590 ft to 3500 ft
Tail Cement Excess 15 %

Lead Cement Coverage 3500 & to Surface
Lead Cement Excess 15 %

Hifill L.ead Cmt 180 sks 11.0
Premium Type V Cmi 100 % (B
Gel 16 %
Gilsonite 10 &
GR 3 3di/s
Salt

Flocele

C

s 14.2 #lg;
% (BWOC)

0/50 Po

Premium G Cmi

Foz % (BWOP)
Gel 2 % (BWOC)
Salt 10 % (BWOW)
CDI 2 % (BWOC)
CFL 2 % (BWOC)
c Va #/sk

Total Mix Water (cement only) 6987 gal

ahead 10 bbt
Mud flush 20 bb!
Water Spacer 10 bbi
Lead Cemeni 122.5 bbE (11.0 ppg)
Tail Cement P11 bbl (14.2 ppg)

Wash pump and lines
Drop Top Plug
Displacement (KCL) 135.7 bbi




APl Well Number: 43013509250000

BERRY PETROLEUM COMPANY
LC TRIBAL 2-5D-56
Lot #3 NE %4, NW %, 829° FNL 2130’ FWL, Sec. 5, TSS,R6W, U.S.B.& M.
BHL: Lot #2 NW %, NE %, 626’ FNL, 2010’ FEL
Duchesne County, Utah

ONSHORE ORDER NO. 1

MULTI POINT SURFACE USE & OPERATIONS PLAN

A Existing Roads
To reach the Berry Petroleum Company well, LC Tribal 2-5D-56, in Section 5<I5S-R6W:

Start in Duchesne, Utah, go west on US Highway 40 for approximatly 8.3 miles, turn south on
first turn directly after Starvation Reservoir going left. Travel sodth for 5.7 miles, take a left at fork
in road, and follow Lake Canyon Road (CR20) for approx. 340 milesy Location for the 3-5-56 will
be directly on this road. The 2-5D-56 will be drilled fromahis existing location.

Berry Petroleum Company will improve or maintain existing rodds in a condition the same or
better than before operations began. Best Managenient Practiges will be considered when
improving or maintaining existing roads. In genéral this Would involve the need for some surface
material or fill to prevent or repair holes in thié road.due to heavy truck traffic during the drilling

and completion operations. If repairs are fiade the operator will secure the appropriate material
from private sources.

B New or Reconstructed Access Roads
See Topographic Map “A.& B?for the location of the proposed access road.
C Location of Existing Wells
See Topographiec Map “D™for the location of existing wells within a 1mile radius.

D Location‘of TanikiBatteries, Production Facilities and Production Gathering and Service
Lines

A containment dike will be constructed completely around those production facilities which
contain fluids (i.e., production tanks, produced water tanks). This dike will be constructed of
compactedSubsoil, be impervious, hold 100% of the capacity of the largest tank. The site specific
APD Will address additional capacity if such is needed due to environmental concerns. The use of
topsoil for the construction of dikes will not be allowed. Ifa Spill Prevention, Control, and
Countermeasure (SPCC) Plan is required by the Environmental Protection Agency, the
containment dike may be expanded with the Authorized Agency Officer’s approval to meet SPCC
Tequirements.

The proposed pipeline will tie in at the existing pipeline. Map “C” illustrating the proposed route is
attached. This well bore will be drilled on an existing well pad with no new surface disturbance to
the well pad or access roads and pipelines.

All site security guidelines identified in Federal regulation 43 CFR 3126.7, will be adhered to. All
off-lease storage, off-lease measurement, or commingling on-lease or off-lease production will
have prior written approval form the Authorized Agency Officer.

Gas meter runs will be located approximately 100 feet from the wellhead. Where necessary, the
gas line will be anchored down from the wellhead to the meter.



APl Well Number: 43013509250000

Berry Petroleum Company Multi Point Surface Use & Operations Plan
LC TRIBAL 2-5D-56 Duchesne County, UT
E Location and Type of Water Supply

Water for the drilling and completion will be pumped or trucked from the Berry source wells
located in Sec. 23, T5S, R5W or Sec. 24, T5S, RSW, permit # 43-11041, or from Douglas E. &
Yordis Nielsen source well located in Sec. 12, T5S, R6W, permit # 43-1628, or from Duchesne
City Culinary Water Dock located in Sec. 1, T4S, RSW or from East Duchesne Water,‘Arcadia
Feedlot, Sec. 28, T3S, R3W or from Petroglyph Operating Company 08-04 Waterplant, Sec. 8,
TSS,R3W .

Source of Construction Materials

All construction materials for this location site and access road shallde’borrow,material
accumulated during construction of the location site and access road.

Additional gravel or pit lining material will be obtained fromia private source.
The use of materials under Authorized Agency jurisdi€tion.will conform to 43 CFR 3610.2-3.
Methods of Handling Waste Materials

Drill fluids will be contained in a closed loop system. Cuttings will be contained on site and buried
in a pit or used on location or access roads whichever isdeemed appropriate by the authorized
agency.

After first production, produced wastewater will be trucked to one of the following approved waste
water disposal sites: R.N. Industries, IneySee. 4, T2S, R2W, Bluebell; MC & MC Disposal Sec.
12, T6S, R19E, Vemal; LaPoint Recycle & Storage Sec. 12, T5S, R19E, LaPoint or Water
Disposal Inc. Sec. 324T1S, R1W, Roosevelt, used in the operations of the field or, unless
prohibited by the Authorized Officer, confined to the approved pit or storage tank for a period not
to exceed 90 daysy Theuse of such pit is hereby approved as part of this Application for Permit to
Drill.

Productionfluids will be contained in leak-proof tanks. All production fluids will be disposed of
at approved disposal sites. Produced water, oil, and other byproducts will not be applied to roads
of well pads for control of dust or weeds. The indiscriminate dumping of produced fluids on
roads, well sites, or other areas will not be allowed.

Any spillsof oil, gas, salt water, or other noxious fluids will be immediately cleaned up and
removed to an approved disposal site.

A chemical portable toilet will be furnished with the drilling rig.

Garbage, trash, and other waste materials will be collected in a portable, self-contained, fully
enclosed trash cage during operations. Trash will not be burned on location.

All debris and other waste materials not contained in the trash cage will be cleaned up and
removed from the location promptly after removal of the completion rig (weather permitting).

Any open pits will be fenced during the operations. The fencing will be maintained with best
efforts until such time as the pits are backfilled.



APl Well Number: 43013509250000

Berry Petroleum Company Multi Point Surface Use & Operations Plan
LC TRIBAL 2-5D-56 Duchesne County, UT

No chemicals subject to reporting under SARA Title III (hazardous materials) in an amount equal
to or greater than 10,000 pounds will be used, produced, stored, transported, or disposed of
annually in association with the drilling, testing, or completing of wells. Furthermore, extremely
hazardous substances, as defined in 40 CFR 355, in threshold planning quantities, will not be used,
produced, stored, transported, or disposed of in association with the drilling, testing, or completing
of wells within these areas.

H Ancillary Facilities
There are no ancillary facilities planned for at this time and none are foreseen in the futurel
I Well site Layout

The attached Location Layout diagram describes drill pad cross-sections, cuts and fills, and
locations of the mud tanks, reserve pit, pipe racks, trailer parking, spoil dirt stockpile(s) and
surface material stockpile(s)

J Plans for Restoration of the Surface

Interim
The dirt contractor will be provided with approved copies ofthe Surface Use Plan prior to
construction activities.

Upon well completion, within a refisonable time, the location and surrounding area will be cleared
of all unused tubing, materials, trash, and debris not required for production.

Abandoned well sites, roads, andother disturbed areas will be restored as near as practical to their
original condition. WhHere applicable, these conditions may include the re-establishment of
irrigation systems, ghe re-estdblishmenp of appropriate soil conditions, and the re-establishment of
vegetation as specified.

All disturbed areas Will be re-contoured to the approximate natural contours.

Any drainage terouted during the construction activities shall be restored to its original line of flow
OI4@s neanas possible.
Final

Prior to the'eonstruction of the location, the top 12 inches of soil material (if present) will be
strippediand stockpiled. Placement of the topsoil is noted on the location plat attached. Topsoil
shall be stockpiled separately from subsoil materials. Topsoil salvaged from the reserve pit shall
be stockpiled separately near the reserve pit.

‘When restoration activities have been completed, the location site and new access road cuts and
shoulders shall be reseeded. Prior to reseeding, all disturbed areas, including the old access road
will be scarified and left with a rough surface.

The Authorized Agency Officer shall be contacted for the required seed mixture. Seed will be
broadcast and the amount of seed mixture per acre will be doubled. The seeded area will then be
“walked” with a dozer to assure coverage of the seeds. The seed mixture will reflect the
recommendation from the Archeology study done.



APl Well Number: 43013509250000

Berry Petroleum Company Multi Point Surface Use & Operations Plan
LC TRIBAL 2-5D-56 Duchesne County, UT

At final abandonment, all casing shall be cut off at the base of the cellar or 3 feet below final
restored ground level, whichever is deeper, and cap the casing with a metal plate a minimum of
0.25 inches thick. The cap will be welded in place and the well location and identity will be
permanently inscribed on the cap. The cap also will be constructed with a weep hole.

K Well Surface Ownership:

Division of Wildlife Resources
1594 West North Temple, Suite 2110
Salt Lake City, UT 84114

L Other information

All lease and/or unit operations will be conducted in such a mannér that full compliance is made
with all applicable laws, regulations, Onshore Oil and Gas Ordérs, the approved Plan of
Operations, and any applicable Notice to Lessees. The opefator is fully résponsible for the actions
of his subcontractors. A copy of these conditions will be furnished to the field representative to
ensure compliance.

Berry will control noxious weeds along access s6ad use authorizations, pipeline route
authorizations, well sites or other applicable facilitiesh A list 0f noxious weeds may be obtained
from the Authorized Agency or the appropfiate, Colinty Extension Office.

Drilling rigs and/or equipment used.during drilling 6p€rations on this location will not be stacked
or stored on administered lands after the conelusion of drilling operations or at any other time
without authorization by the Autherized Agengy Officer. If authorization is obtained, such storage
is only a temporary measure!

Travel is restricted to@pproved routesionly.

A class III archa@elogical survey was conducted on all lands, Utah Project # U-06-AY-1490(s)
December 12, 2006.This well bore will be drilled from that existing site with no new disturbance.
All personfiebwill refrain from collecting artifacts and from disturbing any significant cultural
resources in the area. Theyoperator is responsible for informing all persons in the area who are
asspeiated with this project that they may be subject to prosecution for knowingly disturbing
historic or archaeological sites or for collecting artifacts. All vehicular traffic, personnel
movement, construction, and restoration activities shall be confined to the areas examined, as
teferenced in the archacological report, and to the existing roadways and/or evaluated access
routess, Lihistoric or archaeological materials are uncovered during construction, Berry Petroleum
Company 1s to immediately stop work that might further disturb such materials and contact the
Authorized Agency Officer.

Within five working days, the Authorized Agency Officer will inform the operator as to:

¢ Whether the materials appear eligible for the National Historic Register of Historic
Places;

o  The mitigation measures Berry will likely have to undertake before the site can be used
(assuming in-situ preservation is not necessary); and a time frame for the Authorized
Officer to complete an expedited review under 36 CFR 800.11 to confirm, through the
State Historic Preservation Officer, that the findings of the Authorized Officer are correct
and that the mitigation measures are appropriate.



APl Well Number: 43013509250000

Betry Petroleum Company Multi Point Surface Use & Operations Plan
LC TRIBAL 2-5D-56 Duchesne County, UT

If Berry wishes, at any time, to relocate activities to avoid the expense of mitigation and/or the
delays associated with this process, the Authorized Agency Officer and/or the surface owner will
assume responsibility for whatever recordation and stabilization of the exposed materials may be
required. Otherwise the operator will be responsible for mitigation costs. The Authorized Agency
Officer and/or the surface owner will provide technical and procedural guidelines for the conduct
of mitigation. Upon verification from the Authorized Agency Officer that required tion has
been completed, Berry will then be allowed to resume construction.

All Surface Use Conditions of Approval associated with the Landowner Su
and Environmental Analysis Mitigation Stipulations will be adhered to.

All well site locations will have appropriate signs indicating the n: ) er
serial number, the well name and number, the survey descriptio e we
quarter/quarter section, the section, township, and range).

&

the lease
or the




APl Well Number: 43013509250000

BERRY PETROLEUM COMPANY

RELATIVE COORDINATES

From top hole to bottom hole

WELL NORTH EAST

2-5D-56 200 1077

Edge of
Existing

/s

WELL PAD INTERFERENCE PLAT
LC TRIBAL 2-5D-56 (Proposed Well)
LC TRIBAL 3-5-56 (Existing Well)
Pad Location: NENW (Lot 3) Section 5, T56S, R6W, U.S.B.&M.

Proposad Wail
2-50-56

TOP HOLE FOOTAGES

2—-50-56 (PROPOSED)
829" FNL & 2130 FWL

BOTTOM HOLE FOOTAGES

2-5D0-56 (PROPOSED)
626" FNL & 2010° FEL

LATITUDE & LONGITUDE
Surface position of Wells (NAD 83)

WELL LATITUDE LONGITUDE
2-50-56 40° 04' 48.78" | 110" 35" 06.48"
3-5-56 40" 04" 48.79" | 110" 35 06.73"

SURVEYED BY: SH. DATE SURVEYED 08-19-10
DRAWN BY: LCS DATE DRAWN- 12-01-10
SCALE: 1" = 50 REVISED: 01=12—11

/Tri State

(435) 781-2501

/ Land Surveying, Inc.
Q 180 NORTH VERNAyL AVEg VERNAL, UTAH 84078




APl Well Number: 43013509250000

BERRY PETROLEUM COMPANY

Existing
Tanks

(Typ.)

O O

STA. 2+860
==

Existing
Tonk Berm g

/

LOCATION LAYOUT
LC TRIBAL 2-5D-56 (Proposed Well)
LC TRIBAL 3-5-56 (Existing Well)
Pad Location: NENW (Lot 3) Section 5, T56S, R6W, U.S.B.&M.

/sting Access

Ex,

Proposed Well
2-5D-56

Existing

147

WELL HEAD:
EXISTING GRADED

GROUND = 6412°

(Typ.)
4 4
_STA. 0+50 o
@
Q'b(dl-\%()
Qo
I
STA. 0400 3
S
<
o)
S
&
SURVEYED BY: SH DATE SURVEYED: 08-19-10 TT’L State (435) 781-2501
DRAWN BY: L.C.S. DATE DRAWN: 12-01-10 Land SU,’I“Ueying _[’n,C.
SCALE: 1" = 50 REVISED: 180 NORTH VERNAL AVE VERNAL, UTAH 84078




APl Well Number: 43013509250000

BERRY PETROLEUM COMPANY

CROSS SECTIONS
LC TRIBAL 2-5D-56 (Proposed Well)
LC TRIBAL 3-5-56 (Existing Well)
Pad Location: NENW (Lot 3) Section 6, T5S, R6W, U.S.B.&M.

20

1" = 50" STA. 2+

1 - 4\?’

EXISTING

EXISTING
WELL HEAD GRADE
— s s i .
i
STA. 1+47
= | == = == o
== ==
1" = 50° STA. 0+50
SURVEYED BY. SH. DATE SURVEYED: 08-19-10 7"7.,2', State (435) 7812507
DRAWN BY: L.CS. DATE DRAWN: 12-01-10 Land Su/’nveylng ]nc.
SCALE: 1" = 50 REVISED: /_____\ 180 NORTH VERNAL AVE VERNAL, UTAH 84078
= =




APl Well Number: 43013509250000

BERRY PETROLEUM COMPANY

Existing
Taonks
(Typ.)

O
o

O O

Existing
Tank Berm 3

2

Existing Access
TRAILERS

ock Proposed Well
@® 2-52-36

15

TYPICAL RIG LAYOUT

LC TRIBAL 2-5D-56 (Proposed Well)
LC TRIBAL 3-5-56 (Existing Well)
Pad Location: NENW (Lot 3) Section &, T6S, R6W, US.B.&M.

TOILET [

[

FUEL

57']

YELLOW
: ¢ Do —

MUD TANK
)
%l
147" | 3
 —

| FUEL l

“0
E‘

Existing
j \/A Anchor

I

STORAGE
TANK

WATER TANK
LIGHT PLANT

O

PARTS HOUSE

(Typ.)
[
I
G
€]
O
\//_// $
o
<
5
W
SURVEYED BY: SH, DATE SURVEYED 08-19-10 T'T"L State (435) 781-2501
DRAWN BY: LCS DATE DRAWN: 12-01-10 Land. Surveying Inc.
SCALE: 1" = 50 REVISED: / v 18D NORTH VERNAL AVE. VERNAL. UTAH 84078




APl Well Number: 43013509250000

- Access Road Map [
P QS‘» .

<&
5 L} a.{‘_ L:‘{x\fi.’.;n:mn_ 7

LC TRIBA
LC TRIBAL

z R A AN

M COMPANY

P: (435) 781-2501 N BERRY PETROLEU

F:(435) 781-2518

Tri State LC TRIBAL 2-5D-56
Land Surveying, Inc. SEC. 5, T5S, R6W, U.S.B.&M.
180 NORTH VERNAL AVE. VERNAL, UTAH 84078 Duchesne County, UT.
DRAWN BY: JAS SHEET
DATE: 12-03-2010 TOPOGRAPHIC MAP A
CALE. 1:100.00 )




APl Well Number: 43013509250000

[ "% [Access Road

Proposed Well: LC TRIBAL 2-5D-56}. /|
' Existing Well: LC TRIBAL 3-5-56 |/ - '

2 ; . K-_f'-'_ =

I.r--.'l ; & =

Map

¢ / - v

P: (435) 781-2501 N
F: (435) 781-2518

Tri State

Land Surveying, Inc.
180 NORTH VERNAL AVE. VERNAL, UTAH 84078

BERRY PETROLEUM COMPANY
LC TRIBAL 2-5D-56
SEC. 5, T5S, R6W, U.S.B.&M.

Duchesne County, UT.

DRAWN BY: JAS

FoaTe: 12-03-2010
: T7=2.000"

SHEET
TOPOGRAPHIC MAP 123




APl Well Number: 43013509250000

Proposed Pipeline Map || ‘

=47 K
| / \
3 <

V

‘[Proposed Well: LC TRIBAL 2.5D-56] /'
Existing Well: LC TRIBAL 3-5-56 |

& 'Fl o /3L .} " =

= - v

Existing |7

- . |cas Pipeline}-" |
AT

)
L

P: (435) 781-2501 BERRY PETROLEUM COMPAN

Y
Tri State F s rerzote LC TRIBAL 2-5D-56
Land SUNeying, Inc. i SEC. 5, T5S, RGW, U.S.B.&M.
180 NORTH VERNAL AVE. VERNAL, UTAH 84078 ' Duchesne County, UT.
DRAWN BY: JAS SHEET
DATE: 12-03-2010 | TOPOGRAPHIC MAP C
B "= 3.000"




APl Well Number: 43013509250000

Location
Photos

Center Stake
Looking Northwesterly

Date Photographed: WY.YTV1I{)
Photographed By : [FET™"

Looking Southwesterly

Date Photographed: KEIEETZLRN!

Photographed By :

Access

|
P, BERRY PETROLEUM COMPANY
Tri State Cmmn LC TRIBAL 2-5D-56
Land Surveying, Inc. SEC. 5, T5S, R6W, U.S.B.&M.
180 NORTH VERNAL AVE. VERNAL, UTAH 84078 Duchesne County, UT.
DRAWN BY: JAS SHEET
DATE: 12-03-2010 COLOR PHOTOGRAPHS P




APl Well Number: 43013509250000

Southwest
Corner Sec 32
(Marked Set
Stone)

\\I

—— —S8949°32°E — 5262.97" (Megs.) — —— —— ~

T5S, R6W, U.S.B.&M.

S8955'57F

BERRY PETROLEUM COMPANY

5216.55" (Meas. )\

w! of

22 A_ Seine |

WELL  LOCATION:
4 LC TRIGAL 2—50465 |
\mw 7 ELEV EXISTOGRABED O%IQQED = 6412
m 1v /T{ l mm&w.% 10
S or @/ e
: | o Ny 4
2y |
3 |
3
N R N S
= | |
0
R | |
@h\i | |

] ~ Bottom

NOT'I 744" W — 2447.05 (Meas.)
||
|
|
_’_
|
| (o
|
|
+
|
|
|

Hole
(Set Stone)

Set

NOO'03'W (G.L.O)

N89°57'W — 80.20 (G.L.0.)

SECTION CORNERS LOCATED

@u

Southeast Corner
Sec. 32

Y e

Southeast
Corner Sec. 33
(Set Stone)

WELL LOCATION, LC TRIBAL 2-5D-256,
LOCATED AS SHOWN IN THE NE 1/4 NW 1/4

(LOT 3) OF SECTION 5, T5S, R6W, U.S.B.&M.
DUCHESNE COUNTY, UTAH.

100Q°
500’
1000’

BAR SCALE

Note:

1. Bearings are based on global
positioning satellite observations.
2. Footages are measured at
right angles to the section lines

THIS IS TO CERTIFY THA
PREPARED FROM FIELD,

ﬂ%ow_w wpﬁ s\% /wm<m
Zy

MADE BY ME OR UN THAT
THE SAME ARE TRU RECT T o T
OF 44Y) KNOWLEDGE
& J@ 189377 P
3 x x
STACY W.
ISTERZD LA
SRGISTR ARON, o
SMTE OR 7 an,w,
E OF

NAD B3 (SURFACE LOCATION)

LATITUDE = 40704'48.76" (40.080211)
LONGITUDE = 110°35'06.46"  (110.585128)

NAD 27 (SURFACE LOCATION)

TRI STATEAIAND SURKEYING & CONSULTING
180 NORTH VERNAL AVE. ©AVERNAL, UTAH 84078
(435) 78142501

LATTUDE = 40°044B.91" (40.080252) SATE SURVEED W
) IGITUBE = 110°35'03.90 584417 : :
BASIS OF ELEV; Elevations are based D A T T T Mp_%m._mu_uv 08-19-10 SURVEYED BY: S.H.
on a bench mark located in the SW LATITUDE = 4004'50.77" ?o_omo.aow DATE DRAWN:
. LONGITUDE = 110°34'52.61" (110.581281 : DRAWN BY: LCS
1/4 of Section 9, T5S, R4W, NAD 27 (BOTTOM HOLE LOCATION) 12-01-10
g LATITUDE = 40704'50.92" (40.080811 .
U.S.B.&M. Elev. 6097 LONGITUDE = 110°34'50.05" ﬁmammowmmw _mmo<_mmmW¢Lm|: SCALE: 1" = 1000 —
e 2




APl Well Number: 43013509250000

- Exhibit "B" Map | - |
R/ =T v L I s

il - N JI \L .f' \ i, e
Proposed Well: LC TRIBAL 2-5D-5
Existing
/‘\\
N

\

Well: LC TRIBAL 3-5-5

_,/I II\'}{ — - . :_--:_’_I 115 738 ;

r i s

S

N

Proposed Location

— i % el i S ; =]
P: (435) 781-2501 BERRY PETROLEUM COMPANY
Tri State r e LC TRIBAL 2-5D-56

SEC. 5, T5S, R6W, U.S.B.&M.

Land Surveying, Inc.
Duchesne County, UT.

180 NORTH VERNAL AVE. VERNAL, UTAH 84078

IDRAWN BY:

JAS SHEET
DATE: 12-03-2010 TOPOGRAPHIC MAP D
TALE. 1" = 2.000°
=T =SB s




APl Well Number: 43013509250000

Well Planning

Proposal
FOR

Berry Petroleum Co.
LC Tribal 2-5D-56
Duchesne Co., UT

Well File: Design #3 (5/4/11)

Presented By

Pat Rasmussen
Regional Manager

Bret Wolford
Well Planner

T Y el




APl Well Number: 43013509250000

Berry Petroleum Company
Project: Duchesne Co., UT (UT27C)

Site: Sec.5-T5S-R6
S AR # GREAT WHITE
Wellbore: Wellbore #1 S, MEENSNLIOIRER LLE
Design: Design #3
Latitude: 40° 4' 48.907 N
Longitude: 110° 35' 3.901 W
Ground Level: 6412.00
WELL @ 6426.00usft (Berry Rig 5)

Do m e

R rart

WELL DETAILS: LC Tribal 2-5D-56

Ground Level: 6412.00

+NI-S  +E/-W Northing Easting Latittude Longitude Slot
0.00 0.00 637588.110  2256190.636 40° 4'48.907 N 110° 3§5' 3.901 W
o ¥ WELLBORE TARGET DETAILS (MAP CO-ORDINATES AND LAT/LONG)
Name TVD +N/-S +EI-W Latitude i Shape
LCT 2-50 Tgt  6500.00 199,66 1210.85  40° 4'50,880 N 110° Polygon

.- SECTION DETAILS

= MD Inc Azi TVD +N/-S +E/W DLeg
- —fe 0.00 0.00 0.00 0.00 0.00 0.00

600.00 0.00 0.00  600.00 0.00 0.00 5
139513 19.88 80.64 1379.28 22.22 134.74 8 203, 84 hold at 139513 MD
i) e | 3598.98  19.88  80.64 3451.81 144.12 874, 11 0 Start Drop -1.00
= B 5586.81 0.00 0.00 5400.00 199.66 Start 1100.1 00 hold at 5586.81 MD
1000 6686,.81  0.00 000 650000 199.66 TD at 6686.8

IMIWWH ]

? 2 —x
1 z, s PROJECT DETAILS: Duchesne Co., UT (UT27C)

ERENCE INFORMATION

e ™ Geodetic System: US State Plane 1927 {Exact solut

1500 - — | Datum: NAD 1927 (NADCON CONUS) Co-ordinate {N/E) Reference: Well LG Tribal 2-5D-56, True North
‘Hategany] Ellipsoid: Clarke 1866 Vertical (TVD) Reference: WELL @ 8426.00usft {Berry Rig 5)
e Zone: Utah Central 4302 Section (VS) Reference: Slot - (0.00N, 0,00E)
— ured Depth Reference: WELL @ 6426.00usft (Berry Rig 5)
i System Datum: Mean Sea Level Calculation Method: Minimum Curvature

pth (1990 usft/in}

True Vertical De

£ - FORMATION TOP DETAILS
N TVDPath  MDPath Formation
-1 406.00 406.00 Green River
- 823,30 B23.66 Green River Fouch Mkr
500 \ 1422,22  1440.80  Mahogany
2 i 2529.33 2618.05 Tgrd Mkr
T 3336.43 3476.29 Douglas Creek
i 4062.67 4237.03 Upr Black Shale
il 429307 4472,87 Castle Peak
4628.62 4813.08 Uteland Butte
i 4843.31 5029.24 Wasatch
3000 6369.07 655587 CR-$§
T M Azimuths to True North
\ ——t Magnetic North: 11.59°
™ A Magnatic Fi
/ Strangth: 52257.1sn’
7 Dip Angle: 65.73°
- Date: 12113201
i \ Model: IGRF201
4000 iy :
r\ -
7 ) ! | L
] {_NENWWS ) o5 Lt L gy presrme
- Cavie ek ) Waasseh
] | - = J pr Black: Shale | ' I o
- . N i .
= heaen! L | - SO —— L} N [ . S S
5000 = 0 —] i e Do Grok :
| LC Tribal 3-5-56 (Existing) g |
R Assurmed Vertical I . }

| Mo SurveysLocated | . 3

I
South(-)/North(+) (500 usft/in)

N I 10 &l Sh |
[t Do .00 -

] ) . ] 19955'&121095& I
;i T 625° FNL & 2010° FEL 1

7000 ——— — = . 500 ——  SEC.STSS-ReW
| SHL Target Box is 460° Within
il - 829 FNL & 2130° FWL NWNE 1/4 114
| | | SECSTSS-REW I - ]
?5M [ T ] ] T ] L ] ] [] T 1 ] ] ] ] 1] 1] LR ] "50 T 1 L i i 1] LI L] ] T ] LI ] LB I ] T 7 1 I i 19 1] ] T L ]
500 0 500 1000 1500 2000 2500 -250 o 280 500 750 1000 1250 1500 1750
Verlical Section at 80.64° (1000 usft/in) Wesl(-)/East(+) (500 usft/in)

Plan: Design #3 (LC Tribal 2-5D-56/Wellbore #1)

Created By: BRET WOLFORD Date: 10:59, May 04 2011 |




APl Well Number: 43013509250000

Berry Petroleum Company
Duchesne Co., UT (UT27C)

Sec.5-T55-R6W V
LC Tribal 2-5D-56
Wellbore #1 &\

Plan: Design #3

Standard Planni rt

04 May, 2011

Q\
S
00

"™, GREAT WHITE

. DIRECTIONAL SERVICES, LL.C.



APl Well Number: 43013509250000

Lol

Great White Directional Services, LLC
Planning Report

# GREAT WHITE

e DNRECTIONSE SENVNER, LLG

Database: EDM 5000.1 EDMDBBW Local Co-ordinate Reference: Well LC Tribal 2-5D-56
Company: Berry Petroleum Company TVD Reference: WELL @ 6426.00usft (Berry Rig 5)
Project: Duchesne Co.. UT (UT27C) MD Reference: WELL @ 6426.00usft (Berry Rig 5)
Site: Sec.5-T5S-R6W North Reference: True
Well: LC Tribal 2-5D-56 Survey Calculation Method: Minimum Curvature
Wellbore: Wellbore #1
Design: Design #3
Project Duchesne Co., UT (UT27C)
Map System: US State Plane 1927 (Exact solution) System Datum: Mean Sea Level
Geo Datum: NAD 1927 (NADCON CONUS)
Map Zone: Utah Central 4302
Site Sec.5-T5S-R6W
Site Position: Northing: 637.588.114 ysft  Latitude: 40° 4'48,907 N
From: LatLong Easting: 2,256,180.636usft  Longitude: 110° 35'3.901 W
Position Uncertainty: 0.00 usft Slot Radius: 13-3/16" Grid Conve 0.59 °
Well LC Tribal 2-50-56
Well Position +NI-S 0.00 usft Northing: 637,588.110 40 4" 48,907 N
+E/-W 0.00 usft Easting: 110° 35'3.901 W ;
Position Uncertainty 0.00 usht Wellhead Elevation: 6,412.00 usft |
1
Wellbore Wellbore #1 |
: |
Magnetics Model Name Sample Date Field Strength
(T
IGRF2010 12/13/10 52,257
Design Design #3
j Audit Notes:
Version: Tie On Depth: 0.00
Vertical Section: +E/-W Direction
(usft) (usft)
0.00 0.00
Plan Sections !
Measured Dogleg Build Turn
Depth Inclination +N/-S +E/-W Rate Rate Rate TFO
{usft) ) sft) {usft) {usft) (*/100usft) (°/100usft)  (*/100usft) °) Target
0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
600.00 600.00 0.00 0.00 0.00 0.00 0.00 0.00
1,395.13 1,379.28 22.22 134,74 2.50 2.50 0.00 80.64
3,451.81 144,12 874.11 0.00 0.00 0.00 0.00
5,400.00 199.66 1.210.95 1.00 -1.00 0.00 180.00
6,500.00 199.66 1.210.85 0.00 0.00 0.00 0.00
05/04/11 11:03:19AM Page 2 COMPASS 5000.1 Build 42



APl Well Number: 43013509250000

Database: EDM 5000.1 EDMDBBW
Company: Bermry Petroleum Company
Project: Duchesne Co., UT (UT27C)
Site: Sec.5-T5S-R6W
Well: LC Tribal 2-5D-56
Wellbore: Welibore #1
Design: Design #3
Planned Survey
Measured
Depth Inclination Azimuth
(usft) ) )
0.00 0.00 0.00
100.00 0.00 0.00
200.00 0.00 0.00
300.00 0.00 0.00
[ 400.00 0.00 0.00
Green River
406.00 0.00 0.00
8 5/8" Csg.
500.00 0.00 0.00
Start Build 2.50
600.00 0.00 0.00
700.00 2.50 80.64
800.00 5.00 80.64
I Green River Fouch Mkr
823.66 5.59 80.64
900.00 7.50 80.64
{ 1,000.00 10.00 80.64
1,100.00 12.50 80.64
1,200.00 15.00 80.64
1,300.00 17.50 80.64
Start 2203.84 hold at 1395.13 MD
1,395.13 19.88
1,400.00 19.88
Mahogany
| 1,440.80 19.88
| 1,500.00 19.88
| 1,600.00 19.88
1,700.00 19.88
1,800.00 19.88
1,900.00 19.88
[ 2,000.00 19.88
2,100.00
' 2,200.00
2,300.00
2,400.00
2,500.00

3,100.00

3,200.00 19.88 80.64

3.300.00 19.88 80.64

3,400.00 19.88 80.64
Douglas Creek

3,476.29 19.88 80.64

3.500.00 19.88 80.64
Start Drop -1.00

3,598.98 19.88 80.64

3,600.00 19.87 80.64

Great White Directional Services, LLC
Planning Report

Local Co-ordinate Reference:
TVD Reference:

MD Reference:

North Reference:

Survey Calculation Method:

Vertical Vertical
Depth +N/-5 +E/-W Section
(usft) {usft) (usft) (usft)
0.00 0.00 0.00 0.00
100.00 0.00 0.00 0.00
200.00 0.00 0.00 0.00
300.00 0.00 0.00 0.00
400.00 0.00 0.00 0.00
406.00 0.00 0.00
500.00 0.00
600.00 0.00
699.97 0.35
799.75
823.30
899.14
997.97
1,096.04
1,193.17
1,289.17

134.74 136.55
136.37 138.21
150.06 152.08
169.92 172.21
203.47 206.21
237.02 240.22
270.57 274,22
304.12 308.22
337.66 342.22
371.21 376.23
404.76 410.23
438.31 44423
471.86 478.23
505.41 512.24
2,512.35 88.86 538.96 546.24
2,529.33 89.86 545,02 552.38
2,606.40 94.39 572.51 580.24
2,700.44 99.93 606,06 614.24
2,794.48 105.46 639.61 648.25
2,888.52 110.99 673.16 682.25
2,982.56 116.52 706.71 716.25
3,076.60 122.05 740.26 750.25
3,170.65 127.58 773.81 784.25
3,264.69 133.12 807.36 818.26
3,336.43 137.34 832.95 844.20
3,358.73 138.65 840.91 852.26
3,451.81 144.12 874.11 885.91
3,452.77 144.18 874.46 886.26

Well LC Tribal 2-5D-56

WELL @ 6426.00usft (Berry Rig 5)
WELL @ 6426.00usft (Berry Rig 5)
True

Minimum Curvature

Dogleg Build
Rate Rate
(°M100usft) (°M00usft)
0.00
0.00 |
0.00 |
00

0.00 0.00 |
0.00 0.00 |

2.50 2.50 0.00

2,50 2.50 0.00

2.50 2.50 0.00 '

2,50 2.50 0.00 |

2.50 2.50 0.00

2.50 2,50 0.00

2.50 2.50 0.00

2.50 2.50 0.00 .

2.50 2.50 0.00

0.00 0.00 0.00

0.00 0.00 0.00

0.00 0.00 0.00

0.00 0.00 0.00

0.00 0.00 0.00

0.00 0.00 0.00

0.00 0.00 0.00

0.00 0.00 0.00

0.00 0.00 0.00

0.00 0.00 0.00

0.00 0.00 0.00

0.00 0.00 0.00

0.00 0.00 0.00

0.00 0.00 0.00 _

0.00 0.00 0.00

0.00 0.00 0.00

0.00 0.00 0.00

0.00 0.00 0.00

0.00 0.00 0.00

0.00 0.00 0.00

0.00 0.00 0.00

0.00 0.00 0.00

0.00 0,00 0.00

0.00 0.00 0.00

0.00 0.00 0.00 |

0.00 0.00 0.00

1.00 -1.00 0.00

05/04/11 11:03:19AM

Page 3

COMPASS 5000.1 Build 42



APl Well Number: 43013509250000

inia
Database: EDM 5000.1 EDMDBBW
Company: Berry Petroleum Company
Project: Duchesne Co., UT (UT27C)
Site: Sec.5-T5S-R6W
Well: LC Tribal 2-5D-56
Wellbore: Wellbore #1
Design: Design #3
Planned Survey
|
| Measured
Depth Inclination Azimuth
(usft) ) )
3,700.00 18.87 80.64
3,800.00 17.87 80.64
3,900.00 16.87 80.64
4,000.00 15.87 80.64
4,100.00 14.87 80.64
4,200.00 13.87 80.64
Upr Black Shale
4,237.03 13.50 80.64
4,300.00 12.87 80.64
4,400.00 11.87 80.64
Castle Peak
4,472.87 11.14 80.64
4,500.00 10.87 80.64
4,600.00 9.87 80.64
4,700.00 8.87 80.64
4,800.00 7.87 80.64
Uteland Butte
4,813.08 7.74 80.64
4,900.00 6.87 80.64
| 5,000.00 5.87 80.64
Wasatch
5,029.24 5.58 80.64
5,100.00 4.87 80.64
5,200.00 3.87 80.64
5,300.00 2.87
5,400.00 1.87
5,500.00 0.87
Start 1100.00 hold at 5586.81 MD
5,586.81 0.00
5,600.00 0.00
5,700.00 0.00
5,800.00
5,900.00
6.000.00
6,100,00
6,200.00

6,300.0

6,686.81 0.00 0.00

Great White Directional Services, LLC

Vertical
Depth
(usft)

3,547.11

3,642.01
3,737.45
3,833.40
3,929.82
4,026.69

4,062.67
4,123.98
4,221.66

4,293.07
4,319.70

4,418.06
4,516.73
4,615.66

4,628.62
4,714.84

4,814.22

5,913.19
6,013.19

6,113.19
6,213.19
6,313.19

6,369.07
6,413.19

6,500.00

Planning Report

Local Co-ordinate Reference:
TVD Reference:
MD Reference:
North Reference:
Survey Calculation Method:

+N/-S
(usft)

149.57

154.70
159.56
164.14
168.45
172.49

173.91
176.25
179.74

182.10
182.94

185.87
188.52
190.89

199.66
199.66
199.66

199.66
199.66
199.66
199.66
199.66

199.66
199.66
199.66

199.66
199.66

199.66

+E/I-W
(usft)

907.18

938.27
967.72
995.53
1,021.67
1,046.16

1,054,80
1.068.97
1,090.10

1,190.56
1,198.07
1,203.87

1,207.95
1,210.30

1.210.95
1,210.95
1,210.95

1,210.95
1,210.95
1,210.95
1,210.95
1,210.95

1,210.95
1,210.85
1,210.95

1,210.95
1.210.95

1,210.95

Vertical
Section
(usft)

919.42

950.94
980.79
1,008,97
1,035.47
1,060.28

1,197.28

1,200.19
1,206.63
1,214.25
1,220.12

1,224.25
1,226.64

1,227.30
1.227.30
1,227.30

1.227.30
1,227.30
1,227.30
1,227.30
1,227.30

1,227.30
1,227.30
1,227.30

1,227.30
1.227.30

1,227.30

Well LC Tribal 2-5D-56

WELL @ 6426.00usft (Berry Rig 5}
WELL @ 6426.00usft (Berry Rig 5)
True

Minimum Curvature

Dogleg Bulld Tum |
Rate Rate Rate |
(°71100usft) (°/100usft) {
1.00 -1.00 i

1.00

1.00

0

-1.00 0.00
-1.00 0.00
-1.00 0.00
-1.00 0.00
-1.00 0.00
-1.00 0.00
-1.00 0.00
-1.00 0.00
1.00 -1.00 0.00
1.00 -1.00 0.00
1.00 -1.00 0.00
1.00 -1.00 0.00
1.00 -1.00 0.00
1.00 -1.00 0.00
1.00 -1.00 0.00
1,00 -1.00 0.00
1.00 -1.00 0.00
|
1.00 -1.00 0.00 .
0.00 0.00 0.00
0.00 0.00 0.00
0.00 0.00 0.00
0.00 0.00 0.00
0.00 0.00 0.00
0.00 0.00 0.00
0.00 0.00 0.00 I
0.00 0.00 0.00
0.00 0.00 0.00
0.00 0.00 0.00
0.00 0.00 0,00
0.00 0.00 0.00
0.00 0.00 0.00

05/04/11 11:03:19AM
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APl Well Number: 43013509250000

Great White Directional Services, LLC

M GREATWHITE

B DI CTIONAE SERHICER DL

Planning Report

Database: EDM 5000.1 EDMDBBW Local Co-ordinate Reference: Well LC Tribal 2-5D-56
Company: Berry Petroleum Company TVD Reference: WELL @ 6426.00usft (Berry Rig 5)
Project: Duchesne Co., UT (UT27C) MD Reference: WELL @ 6426.00usft (Berry Rig 5)
Site: Sec.5-T5S-R6W North Reference: True
Well: LC Tribal 2-5D-56 Survey Calculation Method: Minimum Curvature
Wellbore: Wellbore #1
Design: Design #3
Design Targets _‘
Target Name |
- hit/miss target Dip Angle  Dip Dir. TVD +N/-S +E/'W Northing Easting
- Shape ] ) {usft) (usft) {usft) (usft) {usft) Latitude Longi |
LCT 2-5D Tgt 0.00 0.00 6,500.00 199.66 1,210.95 637,800.155  2,257,399.479 »50.880 N 48,322 W |
- plan hits target center |
- Polygon
Point 1 6,500.00 166.30 -211.45 637,964.28
Point 2 6,500.00 165,02 208.29 637,967.31
Point 3 6,500.00 -168.07 210.84 637,634.25
Point 4 6,500.00 -163.24 -208.67 637,634.79 |
Point § 6,500.00 166.30 -211.45 637,964.28 |
Casing Polnts |
Measured Vertical Hole '
Depth Depth Diameter Diameter
(usft) (usft) Name ") ")
500.00 500.00 8 5/8" Csg. B-5/8 11
Formations
Measured Vertical Dip
| Depth Depth Dip Direction
: {usft) {usft) Na Lithology ) )
406.00 406.00 Green River 1.59 80.64 i
823.66 823.00 Green RiverF kr 1.59 80.64
1,440.80 1.418.00 1.59 80.64 |
2,618.05 2.514.00 1.59 80.64 I
3,476.29 3,313.00 1.59 80.64 |
| 4,237.03 4,033.00 1.59 80.64 [
4,472,87 4,262.00 1.59 80.64 |
4,813.08 4,596.00 1,59 80.64 |
5,029.24 4 00 1.59 80.64
6,555.87 1.59 80.64
Plan Annotations
Local Coordinates
I +N/-S +E/-W
| (usft) (usft) Comment
0.00 0.00  Start Build 2.50 '
22,22 134.74 Start 2203.84 hold at 1395.13 MD
14412 874.11  Start Drop -1.00
199.66 1,210.95 Start 1100.00 hold at 5586.81 MD
i 6,500.00 19_9_.66_ - 1,210.95 B TD at 6686.81 o B
05/04/11 11:03:19AM Page 5 COMPASS 5000.1 Build 42



APl Well Number: 43013509250000

Berry Petroleum Company
Duchesne Co., UT (UT27C)

Sec.5-T5S-R6W

LC Tribal 2-5D-56

Wellbore #1 V
Design #3 &\

Anticollision

N

04 May, 2011

™ GREAT WHITE

. DIRECTIONAL SERVICES, LLC.



APl Well Number: 43013509250000

Company:
Project:

Reference Site:

Great White Directional Services, LLC
Anticollision Report

Berry Petroleum Company
Duchesne Co., UT (UT27C)
Sec.5-T5S-R6W

Local Co-ordinate Reference:
TVD Reference:
MD Reference:

# GREAT WHITE

e DEEFETIONM SERVNEIN LLEC

Well LC Tribal 2-5D-56
WELL @ 6426.00usft (Berry Rig 5)
WELL @ 6426.00usft (Berry Rig 5)

Site Error: 0.00 usft North Reference: True
Reference Well: LC Tribal 2-5D-56 Survey Calculation Method: Minimum Curvature
Well Error: 0.00 usht Output errors are at 2.00 sigma
Reference Wellbore Wellbore #1 Database: EDM 5000.1 EDMDBBW
Reference Design: Design #3 Offset TVD Reference: Reference Datum
Reference Design #3

Filter type: NO GLOBAL FILTER: Using user defined selection & filtering criteria

Interpolation Method: Stations Error Model: ISCWSA

Depth Range: Unlimited Scan Method: Closesl Approac|

Results Limited by: Maximum center-center distance of 10,000.00 usft Error Surface: Elliptical Conic
Warning Levels Evaluated at: 2.00 Sigma Casing Method: Not applied
Survey Tool Program Date 05/04/11
From To
(usft) (usft) Survey (Wellbore) Tool Name iption
0.00 6,686.81 Design #3 (Wellbore #1) MWD M ndard
Summary
Reference Distanc
Measured Between Separation Warning
Site Name Depth Elllpses Factor
Offset Well - Wellbore - Design {usft) {usft)
Sec.5-T56S-R6W
LC Tribal 3-5-56 (Existing) - Wellbore #1 - Wellbore #1 19.26 11.174 CC,ES
LC Tribal 3-5-56 (Existing) - Wellbore #1 - Wellbore #1 21.05 10.487 SF
Offset Design Sec.5-T58-R6W - LC Tribal 3-5-56 Offset Stte Error: 0,00 usft
Survay Program: 4950-MWD Offsst Well Error: 0,00 usft
Reference Offset Seml Major Distance
Measured  Vertlcal Measured Vertical Reference Set Wellbore Centre B Wamning
Depth Depth Depth Depth +EI-W Centres Elllpses  Separation Factor
{usft) {usft) (usft) (usft) {usf1) (usft) (usft) (usft)
0.00 0.00 0.00 2.06 -21.05 21.15
100.00 100.00 100.00 2.06 -21.05 21.15 20.94 0.21 101,339
200.00 200,00 200,00 y 2.06 -21,05 2115 20.61 0.55 38.770
300.00 300.00 300.00 -84,40 2,06 21,05 21,15 20.27 0.88 23.970
400.00 400,00 400,00 -84.40 2.06 -21.05 21,15 19.93 1.22 17.348
500.00 500.00 500.00 -84.40 2.06 -21.05 21,15 19.59 1,56 13,593
§00.00 600,00 0.67 -84.40 2.06 -21,05 21,15 19.26 1.89 11.174 CC,ES
700.00 699.97 1.44 0.78 -85.79 2.06 -21,05 23,27 21.05 2,22 10.487 SF
800.00 1.85 0.90 -88.75 2.06 -21.05 29.66 27.13 2.54 11.699
900.00 1,89 1.01 -91,60 2.06 -21.05 40,41 37,56 2,85 14,158
1.000.00 2.7 1.12 -93.72 2.06 -21,05 55,52 52,35 3.18 17.482
1,100.00 1,096.04 2.51 1.23 9518 2.06 -21.05 74.96 71.48 3.50 21,410
1,200,00 1,193.147 2.91 1.34 -96.19 2.06 -21.05 98.68 94.85 3.83 25,155
1,300.00 1,289.17 3.39 1.44 -96.89 2.06 21,05 126.62 122,46 417 30,377
1,395.13 1,379.28 3.93 1.55 -97.37 2.06 -21,05 157.08 152,59 4.50 34,935
1,400,00 1,383,85 3.96 1.55 -97.39 2.06 -21,05 150.74 154,22 4,52 35.157
1,500,00  1,477.90 1477.90  1,477.90 4.58 1.66 97,74 2,06 21,05 192,72 187,82 4,90 39,308
1600.00  1,571.94 1571.94  1,571.94 5.23 176 -97.98 2.06 -21.05 226,71 221.42 5.30 42.787
1,700,00  1,685.98 1,655.98  1.665.98 5,89 1.87 -98.16 2.06 -21.05 260.71 255,01 5.70 45735
1,800.00  1,760.02 1760.02  1.760.02 6.57 1.97 -98.30 2.08 -21.05 294.70 288,60 6.11 48,257
1.900,00  1,854.06 1854.06  1,854.06 7.25 2.08 -98.41 2.06 -21.05 328.70 322,18 6.52 50.434
2,000.00  1948.10 194810  1,848.10 7.93 218 -98.50 2.06 21,05 362.70 355.77 693 52.331
210000 2,04215 204215 204215 8.62 2,29 -98,57 2.08 -21.05 396.70 389.35 7.35 53.995
2,200.00 2136419 213619  2,136.19 9.32 2.39 -98.84 2.08 -21.05 430.70 422.93 7.77 55.466
230000  2,230.23 223023  2230.23 10.01 2.50 -98,69 2.06 21,05 464.70 456.51 8.18 56.775

05/04/11 11:04:15AM

C€C - Min centre to center distance or covergent paint, SF - min separation factor, ES - miin ellipse separation
Page 2
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APl Well Number: 43013509250000

i
e

Povi

Great White Directional Services, LLC
Anticollision Report

Company: Berry Petroleum Company Local Co-ordinate Reference: Well LC Tribal 2-5D-56
Project: Duchesne Co,, UT (UT27C) TVD Reference: WELL @ 6426.00usft (Berry Rig 5)
Reference Site: Sec.5-T55-R6W MD Reference: WELL @ 6426.00usft {(Berry Rig 5)
Site Error: 0.00 vsft North Reference: True
Reference Well: LC Tribal 2-5D-56 Survey Calculation Method: Minimum Curvature
Well Error: 0.00 usft Output errors are at 2.00 sigma
Reference Wellbore Wellbore #1 Database: EDM 5000.1 EDMDBBW
Reference Design: Design #3 Offset TVD Reference: Reference Datum
Offset Design Sec.5-T5S-R6W - LC Tribal 3-5-56 (Existing) - Wellbore #1 - Wellbore #1 Offset Site Eror: 0.00 usf
Survey Program:  4950-MWD t Wall Error: 0.00 usft
Reference Offset Semi Major Axis Distance
Measured  Vertlcal Measured Vertical Reference Offset Azimuth Offset Wellbore Centre Bi B
Depth Depth Depth Depth from North +N/-S +EIW Centres Ellipses Separation F
(usft) (usft) {usft) (usft) (usft) {usft) (] {usft) {usft) {ush) (usft) (usft)
2,400.00  2,324.27 232427  2,324.27 10.71 2.60 -98.74 2,06 -21.05 49870 490,09 8.61
2,500.00 241831 241831  2,418.31 11,41 2.71 -98.78 2,06 -21.05 532.70 523.67 9.03
260000 2,512.35 251235 251235 1214 2.82 -08 81 2,06 -21.05 566.70 557.25
2,700.00  2,606.40 2,606.40  2,606.40 12.81 2.92 -98.84 2.06 -21.05 600.70 590.8
2,800.00  2,700.44 2,700.44 270044 13.52 3.03 -98.87 2.06 -21.05 634,70
2,900.00  2,794.48 279448  2,794.48 14.22 113 -98.89 2,06 -21.05
3,000.00 288852  2.888.52  2,888,52 14.93 3.24 -98.92 2,06 21,05
3,100.00 2,982.56 298256 298256 15.63 3.34 -98.94 2.06 -21.05
3.200.00 307660 307660  3,076.60 16.34 3.45 -98.96 2.06 -21.05 64.172
330000 3.170.85 317065  3,170.65 17.05 3.55 -98.97 2.06 21,05 64.697
340000  3,264.69 326469  3.264.69 17.75 3.66 -98.99 2,06 65.185
350000  3,358.73 3,358.73  3,358.73 18.46 3.76 -99.00 2.06 13.30 65.639
3,598.98  3.451.81 346181 3,451.81 19.16 3.87 -99.02 2.06 ¥ 13.72 66.060
3,600.00 345277 345277 345277 19.17 187 -39.02 892.99 13,72 66.064
3,700.00  3,547.11 3,547.411  3,547.11 19.73 3,98 -99,03 925.74 14.43 66,514
3.800.00  3,642.01 3,642.01 364201 20.26 4.08 -99,04 956.86 14,53 66.860
390000 3,73745  3,737.45  3.737.45 20.78 4.19 986.32 14.92 67.113
4.000.00  3,833.40 3,833.40  3,833.40 21.27 4.30 1,014.12 15.30 67.282
4100.00  3,929.82 3,929.82 392082 21.74 4.40 1,055.92  1,040.24 15,67 67.374
420000  4,026.69 4,026.69  4,026,69 22,18 4.51 1,080.73  1,064.70 16,04 67.396
4,300.00  4,123.98 4,123.98  4,123.98 22.60 4.62 1,103.85  1,087.46 16,39 67.353
4.400.00  4,221.66 422166  4,221.66 22.99 1,12527  1,108.54 16.73 67.250
4,500.00  4.319.70 431970 4,319,70 23.36 1,144.98  1,127.91 17.07 67.090
4,600.00 4.418.06 441806 4,418.06 23,70 1,162.98  1,145.59 17.39 66,878
4,700.00  4,516,73 4,516,73  4.516.73 24,02 1179.25  1,161.55 17.70 66.616
480000 4,615.66 461566  4,615.66 2431 1,193.81  1,175.80 18.00 66,305
4,900.00 4714.84 471484 471484 2.06 -21.05 1,206.63  1,188.33 18.30 65,949
5,000.00  4,814.22 4,814.22  4.814.22 2.06 -21,05 1217.72  1,199,14 18,58 65,549
510000  4,913.78 491378 491378 2.06 21,05 1.227.08  1.208.23 18,85 65.105
5200.00 501349  4,950.00 206 21,05 123632 1,217.29 19,04 64,946
530000  5,113.31 4,950.00 2.06 21,05 125127 1,232.10 1917 65.261
5400.00 521323 4,950.00 -99.11 2,06 21,05 127223 1,252.93 19,30 65,920
550000 5313.20 99,11 2.06 21,05 1,298.90  1,279,48 19,42 66.900
5,586,81  5,400.00 -99.11 2.06 21,05 1,326.41  1,306.90 19,51 67,994
5.600.00 5,413,19 4,950.00 i -99,11 2.06 -21.05 133095  1,311.42 19.53 68.151
570000 5513.19 4,950.00 25,85 5.55 -99.11 2,06 21,05 1,368.96  1.349,27 19,70 69.505
5,800.00 25.95 5.55 -99.11 2.06 21,05 1413.04  1,393,18 19.86 71,136
5.900.00 26,05 5.55 -99.11 2.06 21,05 146265  1.442.61 20.03 73.010
6,000.00 26,15 5.55 -99,11 2.06 -21.05 1,517.22  1.497.02 20.20 75.093
6,100.00 4.950.00 26,25 5.55 -99.11 206 -21.05 1.576.26  1,555,89 20.38 77,354
6,200.00 4.950.00 26.36 555 -99.11 2.06 -21.05 1,639.28  1,618.73 20,55 79,766
6,300.00 4,950.00 26.46 5.55 99,11 2.06 -21.05 1,705.84  1.685.11 20.73 82,302
6,400.00 1950.00  4,950.00 26.57 5.55 -99.11 2.06 -21.05 177553 1,754,63 20.90 84,942
6,500.00 631319  4,950.00  4.950.00 26.68 5.55 -99.11 2,06 -21.05 1.848.02  1,826,94 21.08 87.663
6.600.00 6,413.19 4,950.00  4.950.00 26.79 5.55 -99,11 2.06 -21.05 1.922.97  1,801.74 21.26 90.451
6686.81  6,500,00 4,950.00  4,950.00 26.88 5.55 -99.11 2.06 -21.05 1,989.82  1,968.40 21.42 92,912

05/04/11 11.:04:15AM

CC - Min centre to center distance or covergerit point, SF - min separation factor, ES - min ellipse separation
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APl Well Number: 43013509250000

.!3 . I
(i Anticollision Report o~ DmECTONG SERWER LLC
WS
Company: Berry Petroleum Company Local Co-ordinate Reference: Well LC Tribal 2-56D-56
Project: Duchesne Co., UT (UT27C) TVD Reference: WELL @ 6426.00usft (Berry Rig 5)
Reference Site: Sec.5-T58-R6W MD Reference: WELL @ 6426.00usft (Berry Rig 5)
Site Error: 0.00 usft North Reference: True
Reference Well: LC Tribal 2-5D-56 Survey Calculation Method: Minimum Curvature
Well Error: 0.00 usht Output errors are at 2.00 sigma
Reference Wellbore Wellbore #1 Database: EDM 5000.1 EDMDBBW
Reference Design: Design #3 Offset TVD Reference: Reference Datum
Reference Depths are relative to WELL @ 6426.00usft (Berry Rig 5) Coordinates are relative to: LC Tribal 2-5D-56
Offset Depths are relative to Offset Datum Coordinate System is US State Plane 1927 (Exact solution), U
Central Meridian is 111° 30" 0.000 W Grid Convergence at Surface is: 0.59°

Ladder Plot

2000—

1500

1000—

Centre to Centre Separation

| I I
4500 6000 7500 9000
Measured Depth

LEGEND

1al|3-5-56 (Existing), Wellbore #1, Wellbore #1 VO

CC - Min centre to center distance or covergent point, SF - min separation factor, ES - min ellipse separation
05/04/11 11:04:15AM Page 4 COMPASS 5000.1 Build 42



APl Well Number: 43013509250000

Great White Directional Services, LLC
Anticollision Report

# GREATWHITE

B DRECTIONAL SEMVNER LLC

Company: Berry Petroleum Company Local Co-ordinate Reference: Weli LC Tribal 2-5D-56

Project: Duchesne Co., UT (UT27C) TVD Reference: WELL @ 6426.00usft (Berry Rig 5)
Reference Slte: Sec.5-T55-R6W MD Reference: WELL @ 6426.00usfl (Berry Rig 5)
Site Error: 0.00 usft North Reference: True

Reference Well: LC Tribal 2-5D-56 Survey Calculation Method: Minimum Curvature

Well Error: 0.00 usft Output errors are at 2.00 sigma

Reference Wellbore Wellbore #1 Database; EDM 5000.1 EDMDBBW
Reference Design: Design #3 Offset TVD Reference: Reference Datum

Reference Depths are relative to WELL @ 6426.00usft (Berry Rig 5) Coordinates are relative to: LC Tribal 2-5D-56

Offset Depths are relative to Offset Datum Coordinate System is US State Plane 1927 (Exact solution),
Central Meridian is 111° 30’ 0.000 W Grid Convergence at Surface is: 0.59°

Separation Factor Plot

9.00—

o
8
[

Separation Factor

3.00—

Ler Level 2

(X

1al|3-5-56 (Existing), Wellbore #1, Wellbore #1 VO

| I |
3000 4500 6000

Measured Depth

LEGEND

CC - Min centre to center distarice or cavergerit point, SF - min separation factor, ES - min ellipse separation

05/04/11 11.04:15AM Page 5 COMPASS 5000.1 Bulld 42



APl Well Number: 43013509250000

AFFIDAVIT OF SURFACE DAMAGE AGREEMENT

FRED GOODRICH, the Affiant herein, is a Production Superintendent for Berry
Petroleum Company, a Delaware corporation, with an office located at 4000 S 4028 W,
Rt 2 Box 7735, Roosevelt, Utah 84066, being of lawful age and duly sworn upon his oath
and being duly authorized to make this affidavit on behalf of said corporation hereby
deposes and states to the best of his knowledge as follows:

That Berry Petroleum Company has a Surface Damage Agreement signed by the
current surface owner covering the following described property, hereinafter referred to
as the Land:

TOWNSHIP 5§ SOUTH, RANGE., 6 WEST, USB&M
Section 5: NE %, NW %

Affiant further states said Surface Damage, Agreement GRANTS, SELLS, and
CONVEYS unto Berry Petroleum Company an easementifor ingress and egress to, along
with a right to use, that portion of the hereif desefibed property as may be necessary to
construct, use, and maintain a well site or well sitesd(including location of additional
wells on each well site in the case offdiréetionalior horizontal drilling) for the drilling,
completion and operation of an oil'and gas well ‘or wells (including but not limited to
pumping facilities and tank batteries) over, under and through the herein described Land.

Affiant further states said Surface, Damage Agreement GRANTS, SELLS, and
CONVEYS unto BerrydPetroléum Comipany the right to construct, entrench, maintain,
operate, replace, remove, protect, or abandon a pipeline or pipelines for water or gas with
appurtenances thereto, including, but not limited to, valves, metering equipment, and

| cathodic equipmiéiitpto, construct, maintain, relocate, or abandon a road (said well sites,
pipelines, appurtenance, valves, metering equipment, cathodic equipment and road being
sometimes colleetivelyycall the “facilities™) over, under, and through the herein described
Land.

EXecuted and.effective as of this 25th day of July, 2011.

Berry Petroleum Company

7/4%//3

F d Goodrich
Production Superintendent

Page 1 of 1



APl Well Number: 43013509250000

Berry Petroleum Company

Brundage Canyon Field

4000 South 4028 West
Rt. 2 Box 7755
Roosevelt, UT 84066

Ph: (435) 722-1325
Fax: (435) 722-1321
www.bry.com

July 25, 2011

State of Utah

Division of Oil, Gas and Mining
P.O. Box 145801

Salt Lake City, UT 84115-5801

Re: Directional Drilling R649-3-11
LC TRIBAL 2-5D-56 829’ FNL, 2,130° FWL (NENW)(surface)
626' FNL, 2,010’ FEL (NWNE)(bettomhole)
Section 5, T5S-R6W
Duchesne, County, Utah

Pursuant to the filing of Berry Petroleum’s _Application for Permit to Drill regarding the above
referenced well, we are hereby submitting this létter in'dccordance with Oil & Gas Conservation
Rule R649-3-11 pertaining to the Excéption to Lecation and Siting of Wells.

e The LC TRIBAL 2-5D-56 wellis to'bedocated within the Lake Canyon Field Area.

e Berry is locating thef well at théysurface location and directionally drilling from this
location to minimize surface disturbance and Berry will be able to utilize the existing
road and pipelings in the area.

e Furthermore, Berryhhercbycertifies that it is the sole working interest owner with 460
feet of theentire,directional well bore and the remainder of the Ute Tribal section.
Therefore, based on the above stated information Berry Petroleum Company requests the permit

be granted plrsuant to R649-3-11.

Resizcct% l]yiub%f—’//_
Kathy Fidddsted
Sr. Regulatory & Permitting Technician

Corporate Headquarters - 1999 Broadway, Ste. 3700 ¢ Denver, CO 80202 303-825-3344



APl Well Number: 43013509250000

Southwest

BERRY PETROLEUM COMPANY

NOO'04'W (G.L.0.)
g
g

NOO'33'45"°W — 2644.44° (Meas.)

NOO'03'W (G.L.O.)

NBS57'W — 80.20 (c.L.o)

@ = SECTION CORNERS LOCATED

BASIS OF ELEV; Elevations are based
on a bench mark located in the SW
1/4 of Section 9, T5S, R4W,
U.S.B.&M. Elev. 6097’

rb:EcmuSdA".»?E. M»o.omomwm
| LONGITURE = 110°35'03.907  {110.584417

WELL LOCATION, LC TRIBAL 2-5D-56,
LOCATED AS SHOWN IN THE NE 1/4 NW 1/4
(LOT 3) OF SECTION 5, T3S, R6W, U.S.B.&M.
DUCHESNE COUNTY, UTAH.

O

™ — N

BAR SCALE

1000’
500’
1000’

B T5S, R6W, U.S.B.&M.
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Note:

1. Bearings are based on global
positioning satellite observations.
2. Footages are measured at
right angles to the section lines.

THIS IS TO CERTIFY JHA >%.ﬁ.@‘_ WAS

PREPARED FROM FIELD 0 @ VEYS
E BY ME OR UN ¢ THAT
SAME ARE TRU RECT H T

KNOWLEDGE @ 189377 \m
i o 3
STACY W.
ISTERGD LA
ATON, No. ,.N,
7
7e oF W
TRI STATE LA SURVEYING & CONSULTING

180 NO A RNAL, UTAH B4078
(435) 781=2501

Wi y
DATE SURVEYED: VEYED BY: S.H.

LONGITUDE = 110'34'50.05" (110.580569)

NAD 83 (BOTTOM HOLE LOCATION 08—19—10
[ATITUDE = N
LONGITUDE = 110'34'5 DATE DRAWN: RAWN BY: L.CS
NAD 27 (BOTTOM HOLE LOCATION) | | 12-01-10 —_—
LATITUDE = 40704'50.92" (40.080811) REVISED:

SCALE: 1" = 1000’




APl Well Number: 43013509250000
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APl Well Number: 43013509250000

31 ALTAMONT FIELD

AL 3-5-56
3580

LC TRIBAL 2-5D-,
430,

LC TRIBAL 5-4-56
‘4301333579

LC TRIBAL 14-4-56
430133‘3578

9
LAKE CANYON FIELD

API Number: 4301350925

Well Name: LC TRIBAL 2-5D-56
Township T0.5. Range R0.6. Section 05
Meridian: UBM
Operator: BERRY PETROLEUM COMPANY

Map Prepared:
Map Produced by Diana Mason

Units Wells Query
STATUS Status

[ Jacmve @ Ao - Aproved Pemmit

[ Jexeroratory @  DRL-Spuded (Diiling Commenced)
[/ Jonsstorace & Gw- Gas fecion

i
65 Gas Sorage

NF SECONDARY
D PlOIL > LA- Location Abandoned
@ LOC - New Location
Al
/. OPS - Operation N
[ ] pe oorery 4 0P Operaion Suspended
7 Jeeor < PA- Plugged Abandoned
L% PGW- Producing Gas Well
SECONDARY
POW - Producing Oil Well
[ vermmarep @ PO Producing Oi vl
Fields © RET-Rewmed APD
STATUS 3% SGW- Shutin Gas Well
=] unknoun — @ SOW - Shutin Oil Well
-|AsaNDONED O TA - Temp. Abandoned
AcTIvE O W -Testwel
CoMEd o WOW - WaterDisposa
2ol INACTIVE & WIW - Water Injection Well
STORAGE
S @ wsw - Water Supply Well
22| TERMINATED
Sections
Tounship
Box Elder H, Location Map

Dag

- ﬁ
“ m

i

Beaver Wayne

Washlngmn

1,400 700 [ 1,400 Feet
[

1:13,324

RECEIVED: August 18, 2011




APl Well Number: 43013509250000

Operator

Well Name

API Number
Location: 1/4,1/4
GPS Coord (UTM)

Participants

ON-SITE PREDRILL EVALUATION
Utah Division of Oil, Gas and Mining

BERRY PETROLEUM COMPANY
LC TRIBAL 2-5D-56
43013509250000 APD No 4450 Field/Unit UNDESIGNATED
NENW  Sec 5 Tw 5.0S Rng 6.0W 829 FNL 2130 FWL
Surface Owner  Utah Division of Wildlife Resources

Bart Kettle-Division of Oil Gas and Mining (DOGM)), Jeff Corzier-Berry Petroleum Company, Brian
Barnett-Vernal BLM, Ben Williams-Division of Wildlife Resources (DWR), Alex Hansen-Divisioniof Wildlife
Resources (DWR), Shawn Hawk-Tri State Land Surveying

Regional/Local Setting & Topography
As proposed the LC Tribal 2-5D-56 is situated on an existing well in Lake Canyonim:Duchesne County Utah. The
closest community is Duchesne Utah located ~15 miles northeast. Topography in the immediate area consists of
shallow canyons running in an northeast direction. Slopes in this area are steep shale/clay mixtures dissected by
many small to medium shale and silt stone ledges. Canyon bottoms ate,generally narrow, with small to medium
depositional zones. Soils are moderate to poorly developed, with many'sites containing a large percentage of shale
fragments. A ephemeral stream in Lake Canyon is located 0.25(milésifrom the proposed well pad. No perennial
water sources where observed in close proximity to the proposed project area. Oil and Gas development and
Wildlife habitat are the primary uses of lands at the localfsetting.

On a Regional setting the proposed project is located on'the northefn portions of the Colorado Plateau on the
western edge of the Uintah Basin. Drainage flows to the, west entering Lake Canyon within 0.25 miles and the
Strawberry River within 4.5 miles. Topography is a series\of narrow ridges and canyons gradually flattening out
into a broad valley to the east. Vegetationswould be described as a mixture of montane forest and pinyon/juniper
woodlands. Range cattle grazing, farming; récreation, and oil and gas development are the primary uses of lands
within the Uintah Basin.

Surface Use Plan

Current Surface Use

Existing Well Pad

New Road Miles

Well Pad Src Const Material Surface Formation
Width~ Length

Ancillary Facilities

Waste ManagementPlan Adequate?

Environmental Parameters
Affected Floodplains and/or Wetlands

Flora / Fauna

None-exisitng well pad.

Soil Type and Characteristics
No soil survey available for this area-Fine gray clays with many small to medium shale fragments.

11/3/2011

Page 1



APl Well Number: 43013509250000

Erosion Issues Y
Soils prone to wind erosion once disturbed.

Sedimentation Issues N

Site Stability Issues Y
Existing well pad appears suitable for proposed drilling program.

Drainage Diverson Required? N
Berm Required? N

Erosion Sedimentation Control Required? Y
Application of fresh water to control dust.

Paleo Survey Run? N Paleo Potental Observed? N  Cultural Survey Run? Y| CulturabResources? N

Reserve Pit

Site-Specific Factors Site Ranking
Distance to Groundwater (feet) 100 to 200 S
Distance to Surface Water (feet) 300 togl000 2

Dist. Nearest Municipal Well (ft) >5280 0

Distance to Other Wells (feet) 20

Native Soil Type Mod permeability 10

Fluid Type Fresh Water 5

Drill Cuttings Normal Rock 0

Annual Precipitation (inches) 10 to 20 5

Affected Populations

Presence Nearby Utility Conduits Not Present 0

Final Score 47 2 Sensitivity Level

Characteristics / Requirements
No reserve pit is being,proposed. Currently drilling program is a closed loop system using steel mud tanks
provided by drilling contractors.

All E&P materials, including drill cuttings, shall be contained in steel tanks or an approved pit containing a
symthetic liner until it can be demonstrated such materials meet DOGM stands for abandonment. E&P
materials, such'as drilling cuttings, shall conform to the following DOGM standards prior to abandonment:

Electrical Conductivity

Closed Eoop Mud Required? Y Liner Required? Liner Thickness Pit Underlayment Required?

Other Observations / Comments
Workover rig completing LC Tribal 3-5-56 at the time of inspection.

Bart Kettle 9/20/2011
Evaluator Date / Time

11/3/2011 Page 2



APl Well Number: 43013509250000

Application for Permit to Drill
Statement of Basis

11/3/2011 Utah Division of Oil, Gas and Mining Page 1

APD No API WellNo Status Well Type Surf Owner CBM

4450 43013509250000 LOCKED oW P No

Operator  BERRY PETROLEUM COMPANY Surface Owner-App Ut2h Division of Wildlife
Resources

Well Name  LC TRIBAL 2-5D-56 Unit

Field UNDESIGNATED Type of Work DRILL

Location NENW 5 55 6W U 829FNL 2130 FWL GPS Coord (UTM) 635378E “4436742N

Geologic Statement of Basis
The mineral rights for the proposed well are owned by the Ute Tribe. The BLM\will be thé ageney responsible
for evaluating and approving the drilling, casing and cement programs.

Brad Hill 10/31/2011
APD Evaluator Date / Time

Surface Statement of Basis

On-site evaluation completed on September 20, 2011. Infattendance: Bart Kettle-Division of Oil Gas and
Mining (DOGM), Jeff Corzier-Berry Petroleum Company, Brian Barmett-Vernal BLM, Ben Williams-Division
of Wildlife Resources (DWR), Alex Hansen-Division ef Wildlife.Resources (DWR), Shawn Hawk-Tri State
Land Surveying.

As proposed, this well will be drilled using a closed loop mud circulating system, no reserve pit is being
requested for this proposed well. Drillifig medium will be contained in steel mud tanks, drill cuttings well be
separated from drilling medium andcaptured in a'stéel trough or tank. All E&P materials, including drill
cuttings, shall be contained in ste€l tanks or an approved pit containing a synthetic liner until it can be
demonstrated such materials meet DOGM stands for abandonment. E&P materials, such as drilling cuttings,
shall conform to the following DOGM standards prior to abandonment: Electrical Conductivity

As surface owner DWR is requesting flowline be buried to main transport line. Winter stipulations for big game
winter range shall applysincluding no construction, drilling, or completion from December 1-April 15. DWR
will specify seed mixture.in right-of*way agreement.

Bart Kettle 9/20/2011
Onsite Evaluator Date / Time

Conditions0f Approval / Application for Permit to Drill

Category Condition
Pits Alclosed loop mud circulation system is required for this location.
Pits A synthetically lined cuttings pit, or steel tank shall be used to contain cuttings from the closed loop system.

RECEIVED: November 03, 2011



APl Well Number: 43013509250000

WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 8/16/2011 API NO. ASSIGNED: 43013509250000
WELL NAME: LC TRIBAL 2-5D-56
OPERATOR: BERRY PETROLEUM COMPANY (N2480) PHONE NUMBER: 435 722-1325
CONTACT: Kathy K. Fieldsted
PROPOSED LOCATION: NENW 05 050S 060W Permit Tech Review:
SURFACE: 0829 FNL 2130 FWL Engineering Review: l:l
BOTTOM: 0626 FNL 2010 FEL Geology Review:
COUNTY: DUCHESNE
LATITUDE: 40.08021 LONGITUDE: -110.58506
UTM SURF EASTINGS: 535378.00 NORTHINGS: 4436742.00
FIELD NAME: UNDESIGNATED
LEASE TYPE: 2 - Indian
LEASE NUMBER: 20G-000-5500 PROPOSED PRODUCING FORMATION(S): GREEN RIVER
SURFACE OWNER: 4 - Fee COALBED METHANE: NO
RECEIVED AND/OR REVIEWED: LOCATION AND SITING:
PLAT |\ R649-2-3.
Bond: INDIAN - RLB0005647 Unit:

|:| Potash

| | oil shale 190-5

|| oil shale 190-3

|| oil shale 190-13
Water Permit: 43-11041
| | RDCC Review;

Fee Surface’Agreement

|:| Intent to Commingle

Commingling Approved

D R649-3-2. General

|:| R649-3-3. Exception

Drilling Unit
Board Cause No: R649-3-11
Effective Date:
Siting:

R649-3-11. Directional Drill

Comments:

Stipulations: 4 - Federal

Presite Completed

Approval - dmason

5 - Statement of Basis - bhill
15 - Directional - dmason
23 - Spacing - dmason

RECEIVED: November 03, 2011



API Well No: 43013509250000

State of Utah

DEPARTMENT OF NATURAL RESOURCES

MICHAFL R. STYLER
Executive Director

GARY R. HERBERT

Gonernor Division of Oil, Gas and Mining
GREGORY §. BELL JOHN R. BAZA
Liewgencrt Sovernar Livision Director
Permit To Drill

LR R R T R R O R S T S

Well Name: LC TRIBAL 2-5D-56
API Well Number: 43013509250000
Lease Number: 20G-000-5500
Surface Owner: FEE (PRIVATE)
Approval Date: 11/3/2011

Issued to:
BERRY PETROLEUM COMPANY, 4000 South 4028 West Rt 2 Box 7735, Roosevelt, UT 84066

Authority:

Pursuant to Utah Code Ann. §40-6-1 et seq., and Utah Administrative Code R649-3-1 et seq., the
Utah Division of Oil, Gas and Mining issues conditions of approval, and permit to drill the listed
well. This permit is issued in accordance with the requirements of R649-3-11. The expected
producing formation or pool is the GREEN RIVER Formation(s), completion into any other zones
will require filing a Sundry Notice (Form 9). Completion and commingling of more than one pool
will require approval in accordance with R649-3-22.

Duration:
This approval shall expire one year from the above date unless substantial and continuous operation
is underway, or a request for extension is made prior to the expiration date

General:
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas Conservation
General Rules, and the applicable terms and provisions of the approved Application for permit to drill.

Conditions of Approval:
State approval of this well does not supercede the required federal approval, which must be obtained
prior to drilling.

In accordance with Utah Admin. R.649-3-11, Directional Drilling, the operator shall submit a
complete angular deviation and directional survey report to the Division within 30 days following
completion of the well.

This proposed well is located in an area for which drilling units (well spacing patterns) have not been
established through an order of the Board of Oil, Gas and Mining (the “Board”). In order to avoid the
possibility of waste or injury to correlative rights, the operator is requested, once the well has been
drilled, completed, and has produced, to analyze geological and engineering data generated
therefrom, as well as any similar data from surrounding areas if available. As soon as is practicable
after completion of its analysis, and if the analysis suggests an area larger than the quarter-quarter
section upon which the well is located is being drained, the operator is requested to seek an
appropriate order from the Board establishing drilling and spacing units in conformance with such
analysis by filing a Request for Agency Action with the Board.

Compliance with the Conditions of Approval/Application for Permit to Drill outlined in the
Statement of Basis (copy attached).



API Well No: 43013509250000

Notification Requirements:
The operator is required to notify the Division of Oil, Gas and Mining of the following actions during
drilling of this well:
» Within 24 hours following the spudding of the well — contact Carol Daniels at 801-538-5284

(please leave a voicemail message if not available)

OR

submit an electronic sundry notice (pre-registration required) via the Utah Oil & Gas website

at http://oilgas.ogm.utah.gov

Reporting Requirements:
All reports, forms and submittals as required by the Utah Oil and Gas Conservation General Rules
will be promptly filed with the Division of Oil, Gas and Mining, including but not limited to:

* Entity Action Form (Form 6) — due within 5 days of spudding the well

* Monthly Status Report (Form 9) — due by 5th day of the following calendar month

* Requests to Change Plans (Form 9) — due prior to implementation

» Written Notice of Emergency Changes (Form 9) — due within 5 days

* Notice of Operations Suspension or Resumption (Form 9) — due prior to implementation

» Report of Water Encountered (Form 7) — due within 30 days after completion

» Well Completion Report (Form 8) — due within 30 days after completion or plugging

Approved By:

For John Rogers
Associate Director, Oil & Gas
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" Form 3160-3 FORM APPROVED
(August 2007) OMB No. 1004-0136
UNITED STATES AUG 1 6 20" Expires July 31,2010
DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT 5. Iéeoaaegggglsl\é%
APPLICATION FOR PERMIT TO DRILL OR REENTER 6. If Indran, Allottee or Tribe Name
Ta Type of Work: g DRILL [J REENTER C O N F‘I‘ﬁE—N'Tl AL 7. 1T Onit or CA Agreement, Name and No.
8. Lease Name and Well No.
1b. Type of Well: g Oil Well [ Gas Weli [ Other [ Single Zone X Multiple Zone LC TRIBAL 2-5D-56
2. Name of Operatoro COMPANY Contact: KATHY K FIELDSTED 9. APT Well No.
BERRY PETROLEUM E-Mail: kkf@bry.com 47) 0/ 7) ‘52) 0} 2‘ r_S.
3a. Address 3b. Phone No. (include area code) T0. Field and'Pool, or léxploratbry .
4000 SOUTH 4028 WEST ROUTE 2 BOX 7735 Ph: 435-722-1325
ROOSEVELT, UT 84066 Fx: 435-722-1321
4. Location of Well  (Report location clearly and in accordance with any State requirements. ) IT. Sec, T., R., M., or Bik. and Survey or Area
At surface NENW Lot 3 829FNL 2130FWL Sec 5 T5S R6W Mer UBM
At proposed prod. zone NWNE Lot 2 626FNL 2010FEL
14, Distance i miles and direction irom nearest town or post office™ 12. Cognty (g '}\’lansh 13. State
DUCHESNE uT
15. Distance trom proposed location to nearest property or 16. No. of Acres in Lease 1"/, Spacing Unit dedicated to this well
lease line, ft. (Also to nearest drig. unit line, if any)
829 640.00 40.00
18. Distance from proposed location to nearest well, drilling,] 19. Proposed Depth 20. BLM/BIA Bond No. on Tile
completed, applied for, on this lease, ft.
0 6686 MD RLB0O005647
6500 TVD
21. Elevations (Show whether DE, KB, RT, GL, etc. 22. Approximate date work will start 23. Estimated duration
6412 GL 11/01/2011

24. Attachments

The following, completed in accordance with the requirements of Onshore Oil and Gas Order No. 1, shall be attached to this form:

1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an existing bond on file (see
2. A Dnlling Plan. Item 20 above).
3. A Surface Use Plan (if the location is on National Forest System Lands, the 5. Operator certification
SUPO shall be filed with the appropriate Forest Service Office). 6. Such other site specific information and/or plans as may be required by the
authorized officer.
25. Signature Name (Printed/L'yped) Date
(Electronic Submission) KATHY K FIELDSTED Ph: 435-722-1325 08/16/2011
Title
SR. REG & PERMITTING TECH
Approved by (Signatur Name (Printed/Typed) Date
' Jerry Kenczka OCT 27 200
Office
stan Fiekd Manager VERNAL FIELD OFFICE

, Lands & Mineral Resources
Application approval does not warrant or certify the applicant holds Tegal or equitable title to those rights in the subject lease which would entitle the applicant to conduct

(C):%irgittii%l}lssﬂgg rae]:pr;'oval, if any, are attached. COND'TIONS OF APP ROVAL ATTACHED

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willtully to make to any department or agency of the United”
States any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

Electronic Submission #115300 verified by the BLM Well Information System
For BERRY PETROLEUM COMPANY, senttot ernal
Committed to AFMSS for processing by LERE@EN n 08/17/2011 ()

NOV 07 2011

DIV, OF OIL, GAS & MINING UDOGM

** OPERATOR-SUBMITTED ** OPERATOR-SUBMITTED ** OPERATOR-SUBMITTED **

ISSOTERAS. N s ol

NOTICE OF APPROVAL



UNITED STATES DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT
VERNAL FIELD OFFICE
>’ 170 South 500 East VERNAL, UT 84078 (435) 781-4400

CONDITIONS OF APPROVAL FOR APPLICATION FOR PERMIT TO DRILL

Company: | Berry Petroleum Company Location: Lot 3, Sec. 5 T5S R6W USM
Well No: LC Tribal 2-5D-56 Lease No: 20G0005500
API No: 43-013-50925 Agreement: 20G0005500

OFFICE NUMBER: (435) 781-4400

OFFICE FAX NUMBER: (435) 781-3420

A COPY OF THESE CONDITIONS SHALL BE FURNISHED TO YOUR
FIELD REPRESENTATIVE TO INSURE COMPLIANCE

All lease and/or unit operations are to be conducted in such a manner that full compliance is made with the
applicable laws, regulations (43 CFR Part 3160), and this approved Application for Permit to Drill including
Surface and Downhole Conditions of Approval. The operator is considered fully responsible for the actions of his
subcontractors. A copy of the approved APD must be on location during construction, drilling, and completion
operations. This permit is approved for a two (2) year period, or until lease expiration, whichever occurs
first. An additional extension, up to two (2) years, may be applied for by sundry notice prior to expiration.

NOTIFICATION REQUIREMENTS

Construction Activity - | The Ute Tribe Energy & Minerals Dept. and BLM Environmentall
(Notify Ute Tribe Energy & Minerals Scientist shall be notified at least 48 hours in advance of any
Dept. and BLM Environmental construction activity. The Ute Tribal office is open Monday
Scientist) through Thursday.

Construction Completion - | Upon completion of the pertinent APD/ROW construction, notify
(Notify Ute Tribe Energy & Minerals the Ute Tribe Energy & Minerals Dept. for a Tribal Technician to
Dept. and BLM Environmental verify the Affidavit of Completion. Notify the BLM Environmental
Scientist) Scientist prior to moving on the drilling rig.

Spud Notice - | Twenty-Four (24) hours prior to spudding the well.

(Notify BLM Petroleum Engineer) '

Casing String & Cementing - | Twenty-Four (24) hours prior to running casing and cementing
(Notify BLM Supv. Petroleum Tech.) all casing strings to: ut_vn_opreport@bim.gov.

BOP & Related Equipment Tests - | Twenty-Four (24) hours prior to initiating pressure tests.

{Notify BLM Supv. Petroleum Tech.)

First Production Notice - | Within Five (5) business days after new well begins or

(Notify BLM Petroleum Engineer) production resumes after well has been off production for more

than ninety (90) days.




Page 2 of 5
Well: LC Tribal 2-5D-56
10/24/2011

SURFACE USE PROGRAM
CONDITIONS OF APPROVAL (COAs)

Paint all production facilities and equipment, not otherwise regulated (OSHA, etc.), Beetle.
All areas of disturbance (including surface pipelines) must have appropriate surface use
agreements or approvals in place with the proper owner and/or agency before such action is
started.

The conditions of approval, as set forth by those owners and/or agencies, shall be adhered to.

DOWNHOLE PROGRAM
CONDITIONS OF APPROVAL (COAs)

SITE SPECIFIC DOWNHOLE COAs:

Production casing cement shall be brought up and into the surface.

All provisions outlined in Onshore Oil & Gas Order #2 Drilling Operations shall be strictly
adhered to. The following items are emphasized:

DRILLING/COMPLETION/PRODUCING OPERATING STANDARDS

The spud date and time shall be reported orally to Vernal Field Office within 24 hours of
spudding.

Notify Vernal Field Office Supervisory Petroleum Engineering Technician at least 24 hours in
advance of casing cementing operations and BOPE & casing pressure tests.

All requirements listed in Onshore Order #2 IlI. E. Special Drilling Operations are applicable for
air drilling of surface hole.

Blowout prevention equment (BOPE) shall remain in use until the well is completed or
abandoned. Closing unit controls shall remain unobstructed and readily accessible at all times.
Choke manifolds shall be located outside of the rig substructure.

All BOPE components shall be inspected daily and those inspections shall be recorded in the
daily drilling report. Components shall be operated and tested as required by Onshore Oil &
Gas Order No. 2 to insure good mechanical working order. All BOPE pressure tests shall be
performed by a test pump with a chart recorder and NOT by the rig pumps. Test shall be
reported in the driller’s log.

BOP drills shall be initially conducted by each drilling crew within 24 hours of drilling out from
under the surface casing and weekly thereafter as specified in Onshore Oil & Gas Order No. 2.

Casing pressure tests are required before drilling out from under all casing strings set and
cemented in place.

No aggressive/fresh hard-banded drill pipe shall be used within casing.



Page 3 0of 5
Well: LC Tribal 2-5D-56
10/24/2011

Cement baskets shall not be run on surface casing.

The operator must report all shows of water or water-bearing sands to the BLM. If flowing water
is encountered it must be sampled, analyzed, and a copy of the analyses submitted to the BLM
Vernal Field Office.

The operator must report encounters of all non oil & gas mineral resources (such as Gilsonite,
tar sands, oil shale, trona, etc.) to the Vernal Field Office, in writing, within 5 working days of
each encounter. Each report shall include the well name/number, well ocation, date and depth
(from KB or GL) of encounter, vertical footage of the encounter and, the name of the person '
making the report (along with a telephone number) should the BLM need to obtain additional
information.

A complete set of angular deviation and directional surveys of a directional well will be
submitted to the Vernal BLM office engineer within 30 days of the completion of the well.

While actively drilling, chronologic drilling progress reports shall be filed directly with the BLM,
Vernal Field Office on a weekly basis in sundry, letter format or e-mail to the Petroleum
Engineers until the well is completed.

A cement bond log (CBL) will be run from the production casing shoe to the top of cement and
shall be utilized to determine the bond quality for the production casing. Submit a field copy of
the CBL to this office.

Please submit an electronic copy of all other logs run on this well in LAS format to
UT_VN_Welllogs@BLM.gov. This submission will supersede the requirement for
submittal of paper logs to the BLM.

There shall be no deviation from the proposed drilling, completion, and/or workover program as
approved. Safe drilling and operating practices must be observed. Any changes in operation
must have prior approval from the BLM Vernal Field Office.



Page 4 of 5
Well: LC Tribal 2-5D-56
10/24/2011

OPERATING REQUIREMENT REMINDERS:

All wells, whether drilling, producing, suspended, or abandoned, shall be identified in
accordance with 43 CFR 3162.6. There shall be a sign or marker with the name of the operator,
lease serial number, well number, and surveyed description of the weill.

For information regarding production reporting, contact the Office of Natural Resources Revenue (ONRR)
at www.ONRR.gov.

Should the well be successfully completed for production, the BLM Vernal Field office must be
notified when it is placed in a producing status. Such notification will be by written
communication and must be received in this office by not later than the fifth business day
following the date on which the well is placed on production. The natification shall provide, as a
minimum, the following informational items:

o Operator name, address, and telephone number.
o Well name and humber.
o Well location (Va%, Sec., Twn, Rng, and P.M.).

o Date well was placed in a producing status (date of first production for which royalty will
be paid). '

o The nature of the well's production, (i.e., crude oil, or crude oil and casing head gas, or
natural 